LIRON
LIGHTING

LMFPDOOT Series LED Pendant Light

Features:

-9W steel housing pendent light with glass lens
-Integrated LED light

-Single color temperature (3000K,/4000K/5000K)
-Dimmable

-Brushed nickel or oil rubbed bronze finish

-550 lumen output

-120V input voltage

Iﬁoduct Performance Standard

Fixture Type:

Project Name:

Location:

Date:

Dimension 5"*12" 6ft cord Power Factor >90%
Weight 81lb LED Lifespan 50,000 Hrs
CRI 80 90 Dimmable YES
Color Temp  3000K/4000K/5000K  Warranty 5 Years
Input Voltage 120V Ambient Operation 0C° (32°F)
Temperature ~40C°(104°F)

Ordering Guide  Example: LMFPD0011VDO9D30KBN

Part Number Wattage & Size Color Temp.
LMFPDOO1 1VDO9D =12IN9W550LM 30K = 3000K
40K = 4000K
50K = 5000K

Finish Voltage

BN = Brush Nickle Blank =120V
ORB = Qil Rubbed

Bronze
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Due to continuous product improvements, specifications and dimensions are subject to change without notice. Certain options have limited compatibility with some other product selections. Consult www_lironlighting.com for most current technical information.





